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Press “FN” & “F6” buttons to turn 
ensure the red colour frame line is 
on the left side and release the 
buttons.

$

Connect the external 
GPS antenna to the 
UMPC
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Click on the “Run autorun.exe” to 
proceed.

 

When prompted, click “Yes”



Click on “Install Mapking 3D” 

'



Click “Run” to 
start. 

#

When prompted, 
click “Run”.



If prompted, click  
“Allow”.

�

Click on “Next” to 
begin the 
installation.



Click “Next” to 
continue.

!

Click “Next” to 
continue.



Check the “I Agree” box 
and click “Next” to 
continue.

�

Wait for the installation 
process to complete.



Click on “Close” to exit the 
setup.

(

After the installation is completed,  
locate CD/DVD-Rom drive
The Path: click on the “Start” button, 
followed by “Computer”.



Move the mouse pointer to the CD-ROM 
drive and right click it.

")

Click “Open” to view the 
contents of the CD.



Double click on the 
“Map” folder.

""

Double click on the 
“SG” folder.



Right click on the 
“SG_1109” file and click 
“Copy”

Locate C Drive “Local 

"$

Locate C Drive “Local 
Disk (C:)”
The Path: “Start” button 
and follow by “Computer”

Double click on “Local 
Disk (C:)”



Double click on the 
“Program Files”.

" 

Double click on the 
“MapAsia”.



Right click on the “ MapKing2007” folder and click “Paste”.
"'

If prompted with a popup message as below click 
“Continue”.



On the Windows desktop double click on “MapAsia Mapking 2007”.

"#



Under “File” tab select “Open Mapfile”.

Select “SG_1109”.

"�



At this point launch Internet Explorer to register the product and take 
note of the MK ID code (needed for registration).

"!
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Click on “Registration” 
button

"�

Click on “PC” button



"(

Enter the “Authorization Code” from the 
package.



Fill in your particulars.

Click “Submit Query”
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Please write down or print out the given “Registration Code”.

Copy and paste the Registration 
Code into the program to activate the 
software.

$"



Under the “Tool” tab, select “Option”.

$$



Change the Baud rate to 9600.

$ 



Click on the “GPS Port scanning..”.

$'

After the scan is completed, it will 
show “COM1…GPS Found” . Click 
the “OK” buttons.



1. Close the Mapking program and relaunch Mapking.
2. Under “GPS” tab, select “GPS Positioning..” .

3. Click on the two icons shown on circled area.

$#



This picture below will indicate whether any GPS signal is received. 

$�



Once the GPS is activated (open space area) it will show some connected 
channels in blue.

Toggle the display with these two buttons.

$!



Use “Index” to search for desired destination

$�

Right click on the results of the targeted location and select “Set As End Point”


